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RV 360 in 396 498 29.4 249 10 9 57 4.1 74 10.7 22 14
SYSTEM mm 1007 1264 747 632 255 228 145 105 188 271 560 357
RV 520 in 442 50.7 284 249 13.5 12.4 91 4.1 74 10.7 22 15
SYSTEM mm 1123.5 1289 723 632 3425 316 233 105 188 271 560 382
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RV 360 in 13.7 77 75 75 35 1.8 1.9 06 04 @ 3.1 ?3.1 10
SYSTEM mm 347 196 191 190 90 @45 488 14 M10 280 @80 254
RV 520 in 13.7 7.7 8.5 7.5 815 1.8 1.9 0.6 0.4 @31 @31 9.4
SYSTEM mm 347 196 216 190 90 @45 48.8 14 M10 @80 @80 238.5
PERFORMANCES RV 360 SYSTEM RV 520 SYSTEM
ROTATION SPEED 1300 rpm 1300 rpm
AIR FLOW UNDER FREE AIR CONDITION 360 cfm 10200  l/min 520 cfm 14700 I/min
MAX. VACUUM 285 Hg 9% % 285 Hg 9% %
MAX. RELATIVE PRESSURE 15 psig 1 bar 15  psig 1 bar
POWER REQUIRED AT FREE PORT 19 HP 14 kW 255 HP 19 kw
POWER REQUIRED AT MAX. VACUUM 15 HP 1M1 kW 215 HP 16 kw
POWER REQUIRED AT 1.0 RELATIVE BAR 295 HP 2 kW 402 HP 30 kW
WEIGHT 787 b 357 kg 915 b 415 kg
WEIGHT WITHOUT CYCLONE 705 b 320 kg 838 Ib 380 kg
VACUUM / PRESSURE SWIVELING CONVEYOR
RELIEF VALVE
CYCLONE
VACUUM/PRESSURE GAUGE
AIRFILTER
@& 3SHAFT
o GEARBOX DRIVE
RV PUMP
FAN COOLED
EXHAUST SILENCER
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